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449 450



• CITIZEN LED: 28W, CRI>90

• CCT: 2700K, 3000K, 4000K Available as Standard

• Beam Angle: 18°, 36°, 50°

• Lumen Output: Up to 2900lm System Luminous Flux

• IP Class: IP20

• LED Driver: On-Off, DALI Dim

Quick Info

Ø90

2
0

0

LED Output System OutputLED Power System Power LED Voltage LED Current CRI CCT Beam Code

25W� 9036V 700mA28W

Code Remark: =F(ON-OFF) =D(DALI Dim) F   D

2700K 2500lm3200lm
2500lm3200lm
2500lm3200lm

18°
36°
50°

3000K 2700lm3400lm
2700lm3400lm
2700lm3400lm

4000K 2900lm3600lm
2900lm3600lm

MCL1-9271828 -WBF
MCL1-9273628 -WBF
MCL1-9275028 -WBF

MCL1-9303628 -WBF
MCL1-9301828 -WBF

MCL1-9305028 -WBF

MCL1-9403628 -WBF
MCL1-9401828 -WBF

MCL1-9405028 -WBF2900lm3600lm

18°
36°
50°

18°
36°
50°

• CITIZEN LED: 15W, 21W, CRI>90

• CCT: 2700K, 3000K, 4000K Available as Standard

• Beam Angle: 15°, 36°, 50°

• Lumen Output: Up to 1900lm System Luminous Flux

• IP Class: IP20

• LED Driver: On-Off, Phase Dim

Light Distribution

3000K

Order Info (MIU-C M in White Housing & Black Reflector as an Example)

LED Output System OutputLED Power System Power LED Voltage LED Current CRI CCT Beam Code

13W� 9036V 350mA15W

36V18W� 90500mA21W

2700K 1100lm1400lm
1150lm1400lm
1100lm1400lm

15°
36°
50°

3000K 1200lm1500lm
1250lm1500lm
1200lm1500lm

4000K 1300lm1600lm
1350lm1600lm

MCM1-9271515 -WBF
MCM1-9273615 -WBF
MCM1-9275015 -WBF

MCM1-9303615 -WBF
MCM1-9301515 -WBF

MCM1-9305015 -WBF

MCM1-9403615 -WBF
MCM1-9401515 -WBF

MCM1-9405015 -WBF1300lm1600lm

1800lm2100lm

2700K 1600lm1900lm
1700lm1900lm
1600lm1900lm

3000K 1700lm2000lm
1800lm2000lm
1700lm2000lm

4000K 1800lm2100lm
2100lm 1900lm

Ø72

1
6

0

15°
36°
50°

15°
36°
50°

15°
36°
50°
15°
36°
50°

15°
36°
50°

MCM2-9271521 -WBF
MCM2-9273621 -WBF
MCM2-9275021 -WBF

MCM2-9303621 -WBF
MCM2-9301521 -WBF

MCM2-9305021 -WBF

MCM2-9403621 -WBF
MCM2-9401521 -WBF

MCM2-9405021 -WBF

Finish

White Black

Optional accessary

Honeycomb

    MCM1-930 -WB1515F -H
Code for MCM1-930 -WB1515F  with Honeycomb

Reflector Options

GoldWhiteBlack

Finish

BlackWhite

Optional accessary

Honeycomb

    MCL1-930 -WB1828F -H
Code for MCL1-930 -WB1828F  with Honeycomb

Reflector Options

GoldWhiteBlack

15°

10°0°10°20°

Diameter

Ø26

Ø52

Ø78

Ø104

(cm)

Ø130

20°

MIU-C M-15W-930-15°

1m

Height,

2m

3m

4m

5m

13482lx

3370lx

1498lx

843lx

Emax

539lx

36°

10°0°10°20°

Diameter

Ø66

Ø131

Ø197

Ø263

(cm)

Ø329

20°

MIU-C M-15W-930-36°

1m

Height,

2m

3m

4m

5m

3419lx

855lx

380lx

214lx

Emax

137lx

50°

10°0°10°20°

Diameter

Ø88

Ø176

Ø265

Ø352

(cm)

Ø441

20°

MIU-C M-15W-930-50°

1m

Height,

2m

3m

4m

5m

1822lx

455lx

202lx

114lx

Emax

73lx

Light Distribution

3000K

18°

10°0°10°20°

Diameter

Ø30

Ø61

Ø91

Ø121

(cm)

Ø151

20°

MIU-C L-28W-930-18°

1m

Height,

2m

3m

4m

5m

20524lx

5131lx

2280lx

1283lx

Emax

821lx

36°

10°0°10°20°

Diameter

Ø62

Ø125

Ø187

Ø249

(cm)

Ø311

20°

MIU-C L-28W-930-36°

1m

Height,

2m

3m

4m

5m

7184lx

1796lx

798lx

449lx

Emax

287lx

50°

10°0°10°20°

Diameter

Ø85

Ø170

Ø254

Ø339

(cm)

Ø424

20°

MIU-C L-28W-930-50°

1m

Height,

2m

3m

4m

5m

4221lx

1055lx

469lx

264lx

Emax

169lx

Quick Info

36° UGR<19>90
CRI

IP20

2700K
3000K
4000K

50°

50,000h@L80B10

18°

MIU-C M Ceiling Mounted Light MIU-C L Ceiling Mounted Light

451 452

36°18° UGR<19>90
CRI

IP20

2700K
3000K
4000K

50°

50,000h@L80B10

Coding

Model CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

MCM1 * * * * * * * * * * *- - -

MCM1

MIU-C M-15W

15

15°

15

15W

W

Wihte

927

CRI90/ 2700K

930

CRI90/ 3000K Black

B

F

On-Off

W

Wihte

Black

B

Gold

G

Honeycomb
H

MCM2

940

CRI90/ 4000K

36

36°

50

50°

21

21W

P   *

Phase Dim

Coding

Model CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

MCL1 * * * * * * * * * * *- - -

MCM1

MIU-C L

18

18°

28

28W

W

Wihte

927

CRI90/ 2700K

930

CRI90/ 3000K Black

B

F

On-Off

W

Wihte

Black

B

Gold

G

Honeycomb
H

940

CRI90/ 4000K

36

36°

50

50°

D

DALI Dim

MIU-C M-21W

Order Info (MIU-C L in White Housing & Black Reflector as an Example)

* 21W is not available with Phase Dim, DALI Dim

Code Remark: =F(ON-OFF) =P(Phase Dim) =D(DALI Dim) F   P D

D *

DALI Dim 



• CITIZEN LED: 11W, CRI>90

• CCT: 2700K, 3000K, 4000K Available as Standard

• Beam Angle: 18°, 36°, 50°

• Lumen Output: Up to 880lm System Luminous Flux

• IP Class: IP20

• LED Driver: On-Off, Phase Dim, DALI Dim

Light Distribution

3000K

LED Output System OutputLED Power System Power LED Voltage LED Current CRI CCT Beam Code

9W� 9036V 250mA11W

Code Remark: =F(ON-OFF) =P(Phase Dim) =D(DALI Dim) F   P D

2700K 750lm900lm
750lm900lm
750lm900lm

18°
36°
50°

3000K 800lm1000lm
800lm1000lm
800lm1000lm

4000K 880lm1100lm
880lm1100lm

MPS1-9271811 -WBF
MPS1-9273611 -WBF
MPS1-9275011 -WBF

MPS1-9303611 -WBF
MPS1-9301811 -WBF

MPS1-9305011 -WBF

MPS1-9403611 -WBF
MPS1-9401811 -WBF

MPS1-9405011 -WBF880lm1100lm

18°
36°
50°

18°
36°
50°

Ø55

2
5

0

Finish

BlackWhite

Optional accessary

Honeycomb

    MPS1-930 -WB1811F -H
Code for MPS1-930 -WB1811F  with Honeycomb

Reflector Options

GoldWhiteBlack

• CITIZEN LED: 15W, 21W, CRI>90

• CCT: 2700K, 3000K, 4000K Available as Standard

• Beam Angle: 15°, 36°, 50°

• Lumen Output: Up to 1900lm System Luminous Flux

• IP Class: IP20

• LED Driver: On-Off, Phase Dim

Quick Info

Ø72

2
5

0

Finish

BlackWhite

Optional accessary

Honeycomb

    MPM1-930 -WB1515F -H
Code for MPM1-930 -WB1515F  with Honeycomb

Reflector Options

GoldWhiteBlack

LED Output System OutputLED Power System Power LED Voltage LED Current CRI CCT Beam Code

13W� 9036V 350mA15W

36V18W� 90500mA21W

2700K 1100lm1400lm
1150lm1400lm
1100lm1400lm

15°
36°
50°

3000K 1200lm1500lm
1250lm1500lm
1200lm1500lm

4000K 1300lm1600lm
1350lm1600lm

MPM1-9271515 -WBF
MPM1-9273615 -WBF
MPM1-9275015 -WBF

MPM1-9303615 -WBF
MPM1-9301515 -WBF

MPM1-9305015 -WBF

MPM1-9403615 -WBF
MPM1-9401515 -WBF

MPM1-9405015 -WBF1300lm1600lm

1800lm2100lm

2700K 1600lm1900lm
1700lm1900lm
1600lm1900lm

3000K 1700lm2000lm
1800lm2000lm
1700lm2000lm

4000K 1800lm2100lm
2100lm 1900lm

15°
36°
50°

15°
36°
50°

15°
36°
50°
15°
36°
50°

15°
36°
50°

MPM2-9271521 -WBF
MPM2-9273621 -WBF
MPM2-9275021 -WBF

MPM2-9303621 -WBF
MPM2-9301521 -WBF

MPM2-9305021 -WBF

MPM2-9403621 -WBF
MPM2-9401521 -WBF

MPM2-9405021 -WBF

18°

10°0°10°20°

Diameter

Ø33

Ø67

Ø100

Ø133

(cm)

Ø167

20°

MIU-P S-11W-930-18°

1m

Height,

2m

3m

4m

5m

5481lx

1370lx

609lx

343lx

Emax

219lx

36°

10°0°10°20°

Diameter

Ø70

Ø140

Ø211

Ø281

(cm)

Ø352

20°

MIU-P S-11W-930-36°

1m

Height,

2m

3m

4m

5m

2067lx

517lx

230lx

129lx

Emax

83lx

50°

10°0°10°20°

Diameter

Ø88

Ø175

Ø263

Ø350

(cm)

Ø439

20°

MIU-P S-11W-930-50°

1m

Height,

2m

3m

4m

5m

1313lx

328lx

146lx

82lx

Emax

53lx

Light Distribution

3000K

15°

10°0°10°20°

Diameter

Ø26

Ø52

Ø78

Ø104

(cm)

Ø130

20°

MIU-P M-15W-930-15°

1m

Height,

2m

3m

4m

5m

13482lx

3370lx

1498lx

843lx

Emax

539lx

36°

10°0°10° 20°

Diameter

Ø66

Ø131

Ø197

Ø263

(cm)

Ø329

20°

MIU-P M-15W-930-36°

1m

Height,

2m

3m

4m

5m

3419lx

855lx

380lx

214lx

Emax

137lx

50°

10°0°10°20°

Diameter

Ø88

Ø176

Ø265

Ø352

(cm)

Ø441

20°

MIU-P M-15W-930-50°

1m

Height,

2m

3m

4m

5m

1822lx

455lx

202lx

114lx

Emax

73lx

Quick Info

MIU-P S Pendant Light MIU-P M Pendant Light

453 454

36° UGR<19>90
CRI

IP20

2700K
3000K
4000K

50°

50,000h@L80B10

18°36°18° UGR<19>90
CRI

IP20

2700K
3000K
4000K

50°

50,000h@L80B10

Coding

Model CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

MPS1 * * * * * * * * * * *- - -

MPS1

MIU-P S-11W

15

15°

11

11W

W

Wihte

927

CRI90/ 2700K

930

CRI90/ 3000K Black

B

F

On-Off

W

Wihte

Black

B

Gold

G

Honeycomb
H

940

CRI90/ 4000K

36

36°

50

50°

P

Phase Dim

Coding

Model CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

MPM1 * * * * * * * * * * *- - -

MPM1

MIU-P M-15W

15

15°

15

15W

W

Wihte

927

CRI90/ 2700K

930

CRI90/ 3000K Black

B

F

On-Off

W

Wihte

Black

B

Gold

G

Honeycomb
H

MPM2

MIU-P M-21W

940

CRI90/ 4000K

36

36°

50

50°

P *21

21W

Order Info (MIU-P S in White Housing & Black Reflector as an Example) Order Info (MIU-P M in White Housing & Black Reflector as an Example)

D

DALI Dim
Phase Dim 

* 21W is not available with Phase Dim, DALI Dim

Code Remark: =F(ON-OFF) =P(Phase Dim) =D(DALI Dim) F   P D

D *

DALI Dim 



• CITIZEN LED: 28W, CRI>90

• CCT: 2700K, 3000K, 4000K Available as Standard

• Beam Angle: 18°, 36°, 50°

• Lumen Output: Up to 2900lm System Luminous Flux

• IP Class: IP20

• LED Driver: On-Off, DALI Dim

Light Distribution

3000K

LED Output System OutputLED Power System Power LED Voltage LED Current CRI CCT Beam Code

25W� 9036V 700mA28W 2700K 2500lm3200lm
2500lm3200lm
2500lm3200lm

18°
36°
50°

3000K 2700lm3400lm
2700lm3400lm
2700lm3400lm

4000K 2900lm3600lm
2900lm3600lm

MPL1-9271828 -WBF
MPL1-9273628 -WBF
MPL1-9275028 -WBF

MPL1-9303628 -WBF
MPL1-9301828 -WBF

MPL1-9305028 -WBF

MPL1-9403628 -WBF
MPL1-9401828 -WBF

MPL1-9405028 -WBF2900lm3600lm

18°
36°
50°

18°
36°
50°

Ø90

2
3

0

Finish

BlackWhite

Optional accessary

Honeycomb

    MPL1-930 -WB1828F -H
Code for MPL1-930 -WB1828F  with Honeycomb

Reflector Options

GoldWhiteBlack

Quick Info

18°

10°0°10°20°

Diameter

Ø30

Ø61

Ø91

Ø121

(cm)

Ø151

20°

MIU-P L-28W-930-18°

1m

Height,

2m

3m

4m

5m

20524lx

5131lx

2280lx

1283lx

Emax

821lx

36°

10°0°10°20°

Diameter

Ø62

Ø125

Ø187

Ø249

(cm)

Ø311

20°

MIU-P L-28W-930-36°

1m

Height,

2m

3m

4m

5m

7184lx

1796lx

798lx

449lx

Emax

287lx

50°

10°0°10°20°

Diameter

Ø85

Ø170

Ø254

Ø339

(cm)

Ø424

20°

MIU-P L-28W-930-50°

1m

Height,

2m

3m

4m

5m

4221lx

1055lx

469lx

264lx

Emax

169lx

455 456

MIU -P L Pendant Light

36°18° UGR<19>90
CRI

IP20

2700K
3000K
4000K

50°

50,000h@L80B10

Coding

Model CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

MPL1 * * * * * * * * * * *- - -

MPL1

MIU-P L-28W

15

15°

28

28W

W

Wihte

927

CRI90/ 2700K

930

CRI90/ 3000K Black

B

F

On-Off

W

Wihte

Black

B

Gold

G

Honeycomb
H

940

CRI90/ 4000K

36

36°

50

50°

Order Info (MIU-P L in White Housing & Black Reflector as an Example)

Code Remark: =F(ON-OFF) =D(DALI Dim) F   D

D

DALI Dim
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